
�
�

�
�

�
�
�

�
�
�
�
	

4
6

0
.0

170.0

540.0

1
9

6
.0

10.0

6
2

4
.5

2
6

.5
2

6
.5

3
1

2
.0

4
3

0
.0

180.0

150.0

549.5

169.0

15.0

62.0

1
1

6
5

.0

1
0

2
5

.0

10.0

364.0 CRS FIXING HOLES

27.0

550.0

554.5

1
7

2
.5

15.0 27.0

150.0

1690.0

52.0

226.5

STANDARD
EXPLOSION

VENT

25.0
GUARD
COVER

3
0

0
0

.0
 S

T
A

N
D

A
R

D
 L

E
G

 L
E

N
G

T
H

471.0 O/ALL

639.0

R
E

Q
U

IR
E

D
L
E

N
G

T
H

 A
S

1
0

2
5

.0500.0 CRS

5
2

5
.0

OPTIONAL
DOWNLEG
INLET

371.0

1
7

2
.5

469.5

1
0

.0

539.5

319.5

6
5

0
.0

3
1

2
.0

3
7

7
.0

2 OFF REMOVEABLE
SLIDING CLEANOUT
DOORS

539.5

2
6

.5

ACCESS 

COVER

1
3

7
5

.0

2
6

.5

3
9

2
.0

1
0

.0

Guttridge

Notes:

Data Sheet

9LP Belt & Bucket Elevator
Machine performance is dependent on many factors - if in doubt please seek advice.

Specifications & dimensions may be altered without prior notice.
Drive arrangement to be confirmed.
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